
smartbitt® 
lifestyle solutions 

No Break, Regulador de Voltaje 
y Supresor de picas 

Uninterruptible Power Supply 

Modelo I Model : 902VA 

Manual de Usuario I UPS's User Manual 











Conocetu No Break 
Manual de Usuario UPS. 

SBNB902LCD

1- Pantalla LCD

2- Switch de Encendido y Apagado

3- Protecci6n telef6nica

4- Cable de Alimentaci6n 

5- Breaker Electr6nico

6- Seis Contactos

7.- Puerto USB

Pantalla LCD de faci I Lectura 
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1- Voltaje de Entrada 
2- Modo de corriente 
3- Voltaje de salida 
4- Nivel de carga conectada 
5- Modo de bateria 
6- Porcentaje de bateria 













Especificaciones Teen icas. 
Manual de Usuario UPS. 

MODELO 

Capacidad 

Alimentaci6n de Entrada 

Rango de voltaje de Entrada 

Rango de voltaje de Salida 

Frecuencia 

Rango regulado 

Tiempo de transferencia 

Forma de onda 

Protecci6n 

Tipo de bateria 

Tiempo de carga 

Peso (Kg) 

SBNB902LCD 

900VA/ 480W 

220 Vea 

189 - 245 Vea 

220 Vea+/- 10% 

50/ 60 Hz

+/-10% 

2-6 ms 

Onda senoidal simulada 

Corto cireuito y sobreearga 

Sellada, libre de mantenimiento 

Reeuperaci6n a 90% de eapacidad: 4-6 horas 

4.8 

287 X 100 X 142 Dimensiones (mm) 

Humedad 0-90 % Humedad Relativa a 0-40° C (sin eondensaci6n) 

Operaci6n silenciosa 

Contactos 

Tiempo de respaldo 

Menas de 40 dB 

6 Contaetos 

55 Minutes* 

* El tiempo de respaldo puede variar dependiendo la earga coneetada al No Break (UPS) 
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Knowing your UPS 
User Manual 

SBNB902LCD

1- Switch On / Off Button
2- LCD Display
3- Phone Line Protector
4- Power Cord
5- Electronic Breaker
6- Six Outlets (With Backup)
7.- USB Port

LCD Display for easy reading 
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1- Input Voltage 
2- Current Mode 
3- Output Voltage 
4- Load Level Connected 
5- Battery Mode 
6- Battery Load 
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Technical Specifications. 
User Manual 

MODEL SBNB902LCD 

Capacity 

Voltage Input 

Input Voltage Range 

Output Voltage Range 

Frecuency 

Range 

Transfer Time 

Waveform Type 

Protection 

Battery Type 

Charging Time 

900VA

 220 Vea 

185 5-245 Vea 

220 Vea +/-10% 

Weight (Kg) 

Dimensions (mm) 

Operating Environment 

Audible Noise 

Oulets 

Backup Time 

60 Hz

+/-10% 

2-6 ms 

Stepped approximation to a sinewave 

Shortcircuit and Overload 

Maintenance-free sealed lead-acid battery 

Recuperation at 90% of capacity: 4-6 hours 

4.2 

287 X 100 X 142 

0-90 % Relative Humidity to 0-40° C (non condensed) 

Less 40 dB 

6 Outlets 

35 Minutes* 

* The backup time may vary depending on the load connected to UPS. 
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